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FIGURES 

Figure 1: Wallarah Creek Catchment 

Figure 2: Digital Elevation Model 

Figure 3: Environmental and Aboriginal Heritage Constraints 

Floodwater Depth Maps 

Figure 4: Floodwater Depths for the 20% AEP Flood 

Figure 5: Floodwater Depths for the 5%AEP Flood 

Figure 6: Floodwater Depths for the 1%AEP Flood 

Figure 7: Floodwater Depths for the PMF 

Floodwater Velocity Maps 

Figure 8: Floodwater Velocities for the 20% AEP Flood 

Figure 9: Floodwater Velocities for the 5% AEP Flood 

Figure 10: Floodwater Velocities for the 1% AEP Flood 

Figure 11: Floodwater Velocities for the PMF 

Stormwater Capacity Maps 

 Figure 12: Stormwater Capacity Map 

Flood Hazard Maps 

Figure 13: Hazard Categories for the 1% AEP Flood 

Figure 14: Hazard Categories for the PMF 

Hydraulic Category Maps 

Figure 15: Hydraulic Categories for the 1% AEP Flood 

Figure 16: Hydraulic Categories for the PMF 

Emergency Response Precinct Classifications 

Figure 17: Emergency Response Precinct Classifications for the 1% AEP Flood 

 Figure 18: Emergency Response Precinct Classifications for the PMF 

Miscellaneous Maps 

Figure 19: Frequency of Above Floor Inundation 

 Figure 20: Potential Future Catchment Land Use 

Flood Planning Maps 

Figure 21: Flood Planning Constraint Categories 

Figure 22: Flood Planning Area 

Concept Designs for Flood Risk Management Measures 

Figure 23: Concept Design for the Doyalson Link Road Basin (FM1) 

Figure 24: Concept Design for the Modified Pinehurst Way Detention Basin (FM2) 

Figure 25: Concept Design for the Pinehurst Way Stormwater Upgrades (FM3) 

Figure 26: Concept Design for the Brava Avenue Floodwall and Drainage Modifications (FM4) 

Figure 27: Concept Design for the Creek Maintenance and Removal of Dense Vegetation (FM5) 

Figure 28: Concept Design for the Spring Creek High Flow Bypass (FM6) 

Figure 29: Concept Design for the Allambee Crescent Channel Modifications (FM7) 

Figure 30: Concept Design to Enlarge Unnamed Watercourse Between Brava and Costa 
Avenues (FM8) 

Figure 31: Concept Design to Dredge Wallarah Creek (FM9) 

Figure 32: Concept Design for the Pinehurst Way Flow Path Reshaping (FM10) 

Figure 33: Properties Potentially Eligible for Voluntary Purchase (PM2) 

Figure 34: Concept Design for the Upgrade of the Pacific Highway (RM5) 

Figure 35: Concept Design for the Upgrade of Birdwood Drive (RM6) 

Draft Floodplain Risk Management Plan 

Figure 36: Draft Floodplain Risk Management Plan for the Wallarah Creek catchment 









 

  
 

 

 

 
 

FLOODWATER DEPTH MAPS 

 
 

 



























































































 

  
 

 

 

 
 

FLOODWATER VELOCITY MAPS 

 
 



























































































 

  
 

 

 

 
 

STORMWATER CAPACITY MAP  

 
 












